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PRODUCT INFORMATION

CVK Series SC Type It is easy to move stepping motor.
5 Phase Stepping Motor Unit DC Power Supply ® Unnecessary pulse generator

® Just turn ON the operation signal

© Adjust speed with rotary switch

Advantage of stepping motor
® Very low speed

o ization with

® High torque

® Holding the stop position

Downsizing is possible System configuration is just simple control speed,
Induction motor acceleration, deseration, and control rated current
@ Output 25W by driver's switch just ON/OFF input.

® Gear Ratio 3

® Weight : 2.45 Kg. Controlled by I/O Simple and easy to use.

® Torque : 0.39 N-M Motor Driver

CVK Series SC Type

PKP546N18A2

® Weight : 0.49 Kg.
@ Torque : 0.5 N-M

LINE UP

Frame Size
28mm 42mm = -
nax ImumiHo Kl giTarus| 85(W)x24.5(H)x57.5(D)  85(W)x24.5(H)X52.5(D)
0.052~0.091 0.22~05 0.66~2.1
Maximum Holding Torque
8,525 Baht 8,525 Baht 9,460 Baht
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Back and Forth

Positioning

Application

Software Download
Click herel!

Change 2 speeds Stable torque

Tel : 02:251-1871
Fax : 02-251-1872

1800-888-881(Tn3n4)



https://www.facebook.com/OrientalMotorThailand
https://docs.google.com/forms/d/1gi1UBuUphIpCWqkUW3p7oz3_LG9BRC9UJHnfEZ4UJII/viewform?edit_requested=true#responses
https://www.orientalmotor.co.th/service/Mexe02_Software_function/

